®

FS7550

15GA Flooring Stapler

Applications
Hardwood Flooring, Tongue & Groove Flooring

Specifications

Fastener Crown 112"

Fastener Length 1-1/2°-2"

Magazine Capacity 100

Actuation Mode Air Assisted

Dimensions 17" x 3-1/2" x 21"

Weight 10.0 Ibs

Operating Pressure N/A

Air Inlet NPT 3/8”

Air Consumption per Cycle @ 90 PSI 0.042 SCF For Best Results, Use

Noise Power Emissions per EN12549 LwA,1s 945 dBA Spotnails® Collated Fasteners

Noise Pressure Emissions per EN12549 LpA,1s  94.5 dBA 15GA 1/2" Medium Crown Staples

Vibration Emissions per 1S0-8662-11 2.81m/s? (Similar to Bostitch® BCS15S4)

Vibration Value Uncertainty per 1SO-8662-11 0.77 m/s2 STock No. LENGTH| M/Bx | Bx/Cs
7512PG-10.3M  |1-1/2"

Features 7514PG-8.4AM  [1-3/4"

Air Assisted, Ergonomic Rubber Grip, Rear Load 7516PG-4.5M o

Aluminum Magazine 7516PG-7.7M on
7520PG-6.2M 2-1/2"

Lrljlzluv(\:;reeiches Rubber Mallet, Safety Glasses 304 Stainless Steel

Spacer for 3/4” & 5/8” Flooring, Tool Case, Tool Oil 7516PS-4.5M |2" | ‘ |
15.5GA 1/2" Medium Crown Staples
7516PG-5M-15.5 |2"
7516PG-6M-15.5 |2" 1 6
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