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23GA Pinner 
 

Applications 
Cabinet Assembly, Drawer Assembly, Furniture Assembly, 

Trim Molding 

Specifications 

Fastener Length 1/2” - 1-9/16”   

Magazine Capacity 100 

Actuation Mode Contact Actuation 

Dimensions 10-1/4” x 1-1/2” x 7-1/2” 

Weight 2.9 lbs 

Operating Pressure 80-110 PSI  

Air Inlet NPT 1/4” 

Air Consumption per Cycle @ 90 PSI 0.004 SCF 

Noise Power Emissions per EN12549 LwA,1s 91.6 dBA 

Noise Pressure Emissions per EN12549 LpA,1s   82.8 dBA 

Vibration Value  Less than 2.5 m/s2 per ISO-8662-11 

Vibration Value Uncertainty per ISO-8662-11 0.62 m/s2  

 

Features 
Automatic Height Adjustor for Fasteners, Side Load 

Aluminum Magazine, Ergonomic Rubber Grip,         

Light Weight, Front Exhaust  
 

Includes 
Allen Wrenches, Tool Case, Tool Oil 

 SP2340  

23GA Pins 

Stock No. Length Bx/Cs 

Galvanized   

23008 1/2" 10 

23010 5/8" 10 

23012 3/4" 10 

23014 7/8" 10 

23016 1" 10 

23018 1-1/8" 10 

23019 1-3/16" 10 

23020 1-1/4" 10 

23022 1-3/8" 8 

23024 1-1/2" 8 

23025 1-9/16" 8 

3M Clamshell Pack - Galvanized 

23308 1/2" 8 

23310 5/8" 8 

23312 3/4" 8 

23316 1" 8 

3M Clamshell Pack - 304 Stainless Steel 

23308SS 1/2" 8 

23312SS 3/4" 8 

23316SS 1" 8 

For Best Results, Use           

Spotnails® Collated Fasteners 


