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user instructions 
711 HULMAN STREET 

PO BOX 2128 
TERRE HAUTE, IN 47802 
812-235-6167  

FAX 812-234-6975 

DRY POWDER ROTATOR 
MODEL 099A RD9912 (120 Volts) 

MODEL 099A RD9924 (240 Volts) 

The Glas-Col laboratory rotator is a small bench top rotator designed to hold various types of 

container. The rotator has variable speed drive and is adjustable from 0 to 83 revolutions per 

minute.  

Specifications: 

 Ambient Temperature: 77°F/25°C +/-5° 

 Operating Environment: 0 to 90% relative humidity 

 32 to 100°F/0 to 37°C 

Rotator Set Up 

Unpack the rotator and set it on the bench where desired. The cord-attached controller can be 

positioned next to the rotator on the bench top or away from the rotator if the unit is to be used in 

an enclosure such as a fume hood. 

The rack is supported by two (2) ¼-20 x”5/8 flat head screws. The rack is mounted by inserting 

screws through the holder and threading into the tapped holes in the aluminum drive bar. 

Plug the power cord from the controller into a grounded outlet. The power switch, 

forward/reverse switch, and speed dial are all located on the front of the controller. 

Installing the Containers 

The containers are installed by loosening the tri-pointed knobs on the back of the holder and 

moving the top rack piece up. The container can then be placed in the rack and the top rack 

pieces are lowered against the container and re-tighten the tri-pointed knobs. 

Operating the Unit 

Make sure all of the containers are secure and the workbench is clear before turning on the 

rotator. Flip the switch to the ON position with the motor speed control set to the lowest possible 

setting. Observe the rotator make one revolution at a very slow speed. Once satisfied that the 

vessels clear the work bench and any other adjacent obstructions, set the motor speed to the 

desired setting. 

Maintenance 

Every six months, periodic checking of the motor brushes is recommended especially if unit is 

used in an elevated temperature environment such as an incubator. Most motor failure can be 

attributed to brush wear. To check the brushes, unplug the unit and remove the back cover of the 

motor housing. The brush holders are located at the end of the motor. These are the two black 
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plastic circular areas, 180 degrees apart. The caps covering each brush holder have a slot in them 

to allow access to the brush by unscrewing them. Check one side at a time. 

The brush can now be removed by turning the motor on its side to allow the brush to fall out of 

the holder. A spring used to hold the brush in will fall out first. Check the brush size. Lengths of 

3/16” or less should be replaced with new ones. 

To replace the brushes, simply slide the new brush into the holder, curved surface first. Replace 

the spring and compress it by replacing cap and tightening it back into holder. 

The rack should be protected from spills, mechanical damage and corrosive atmospheres so far 

as possible. Any spills should be cleaned quickly and any damage should be repaired 

immediately. Common replacement parts are listed below: 

Limited Warranty 

Glas-Col warrants products of its manufacture to be free from defects in material and 

workmanship for one year and agrees to repair or replace without charge any products found 

defective upon examination at the factory. With proper care and operation, Glas-Col products 

will give long and efficient service. Chemical spillage, overloading and general misuse will 

greatly reduce the service life. Glas-Col is not responsible for damage to apparatus due to 

improper installation or through attempts to operate the apparatus beyond its rated capacity, 

intentional or otherwise. 

Limitations of Warranties 

APART FROM SUCH WRITTEN STATEMENT OF WARRANTY, THERE ARE NO 

WARRANTIES, EXPRESSED, IMPLIED OR STATUTORY, WHICH EXTEND BEYOND 

THE DESCRIPTION OF THE PRODUCTS ON THE FACE HEREOF. 

Glas-Col products are intended only for legal and legitimate purposes in commercial laboratory 

and industrial settings. 

Glas-Col reserves the right to make product refinements without prior notice. 

Returns: 

Call or fax Customer Service for a Return Material Authorization (RMA) number 

before any products. 

Reference the RMA number on the shipping box and on a written description of 

the problem. 

A 20% restocking charge of the net price is changed for all standard products 

returned to stock. 

Glas-Col, LLC 

711 Hulman Street, P.O. Box 2128, Terre Haute, IN 47802-0128 

Phone. (812) 235-6167, Fax. (812) 234-6975 

E-mail: pinnacle@glascol.com 

Web:  www.glascol.com  
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