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Learn more about 
McGuire’s full line of 
Drains, Strainers and 
P.O. Plugs. 

CSA approved and 
meets B125 standards 
for corrosion resistance, 
water degradation, 
abrasion resistance and 
resistance to soaps and 
cleaners.
ASME A112.18.1
2011/CSA B125.2-11 
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Threaded Joint

HD155A
Available with 1½" O.D. tailpiece,

specify HD155A2

HD155WC

Friction Washer
Brass Locknut

Rubber Washer

1" Min.Thread, 1½" - 16

DESCRIPTION A

2-1/2"

B

2-1/4"

C

8-5/16"Solid Brass Top Open Grid P.O. Plug
17 gauge Brass 1-1/4" O.D. Tailpiece

Solid Brass Top Open Grid P.O. Plug
17 gauge Brass 1-1/2" O.D. Tailpiece
Offset Lavatory Strainer Solid Brass P.O.
Plug 17 gauge Brass 1-1/4" O.D. Tailpiece

PART #

HD155A

2-1/2" 2-1/4" 8-5/16"HD155A2

2-1/2" 5-3/4" 8-1/2"HD155WC

2¼"

C
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A

Threaded
Joint

Polished Chrome
Cast Brass Elbow

A.D.A.

PVD (polished
chrome, plasma
vapor deposition)
Cast Brass P.O. Plug
19 Holes 7/32"HD
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