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| ] _ /\ The below ballast wiring represents typical configuration. Wiring Instruction
A WARNING: ‘/: Operation Instruction The actual ballast wiring varies according to ballast model. It is not needed
. . . —— Double ended By Pass/Line Voltage to change socket (if in good condition) to operate double ended lamps,

WARNING - Risk of fire or electric shock. LED Retrofit Kit installation Light Efficient Design Product Name: LED T8 Tube Series regardless the type of sockets. Please make sure one side of fixture is m
requires knowledge of luminaires electrical systems. If not qualified, do not Product Model: T8-LED connected to Live (L) and the other side to Neutral (N). r ~\ r ~\
attempt installation. Contact a qualified electrician. RemPhes L
AVERTISSEMENT - Risque d'incendie ou de choc électrique. Installation Wiring Instruction
du kit de Retrofit LED exige une connaissance des systémes électriques
luminaires. Si vous n'étes pas qualifié, ne tentez pas de l'installation. Contactez
un électricien qualifié. 1. Product Features: ]_I

B UL certified Fiuorescent lamp ENNI LED lamp [ R
WARNING - Risk of fire or electric shock. Install this kit only in the W Fullglass housing: No Aging, Yellowing, Bending. < p < Fooscan e j— ENN CED amp [ F—
luminaires that have the construction features and dimensions shown in the B Double ended: L L
photographs and/or drawings and where the input rating of the retrofit kit does ' LI{j:I:EDJN  Electronic N El Fliorescent omp [E— El LED famp [ H—
not exceed the input rating of the luminaire. |:> b o - o
AVERTISSEMENT - Risque d'incendie ou de choc électrique. Installez ce
kit dans les luminaires qui ont les caractéristiques de construction et les 2. Product Applications: _ _ _ ]J - < p <
dimensions indiquées dans les photographies et / ou dessins et ou la cote eneyg\;@dse;yvﬁsgeﬁ|d%?ﬁ?t?fr?."a' buldings, offices, shopping malls, supermarkets, hospials, assembly ines, warehouses, etc. for § 5 — J § . — — J L Electronic [ .
d'entrée du kit de modification ne dépasse pas la capacité d'entrée du luminaire. - N Balast [} N
Do not make or alter any open holes in an enclosure of wiring or electrical 3. Installation Instructions: - N - N T
com ponents during kit installation. Please completely comply with these instructions and notes, to ensure that the product is operated in a safe condition. L ‘ L . TF— |:> E@l I =y Y —
Ne pas agrandir ou modifier les trous ouverts au sein du cablage ou sur les N 4 EN| E—
composants électriques lors de l'installation du kit. . . |:> [F— i

/\ Safety Precautions: F—— | | —p =TT —
WARNING -To prevent wiring damage or abrasion, do not expose wiring to For your and others’ safety, please read the precaution carefully before installation: :'J_I / \ ~
edges of sheet metal or other sharp objects. (1). Product should be installed by qualified electrician. L il Fuorescont lamp = L E LED famp [k ) Retrofit luminaire with 4 lamps
AVERTISSEMENT . Pour éviter d'endommager Ie céblage ou é I'abrasion, ne (2). Swlitch off the powler supply belfore commencing V\{ork, makle slure correct lconr\ection b('efore plower on.
pas exposer Ie céblage aux bords de t6|e ou d'autres objets pOiI"ItUS. (3). fr:J(l)tdezé)ll?r;irDlJ_sS(\;:v;\tAf;:r_mgvf\?_llso,\\?l_lgg(lemergency equipment :Jiaxing Super Lighting Electric Appliance Co.,Ltd., Retrofit luminaire with 2 Iamps
Installers should not disconnect existing wires from lamp holder terminals m (. ‘ A (L )
to make new connections at lamp holder terminals. Instead installers The units covered by this report were intended to retrofit surface mount, Type IC or ) N - N N N
should cut existing lamp holder leads away from the lamp holder and make non-IC recessed mount Listed fluorescent luminaires that use maximum 4 tubular L L
new electrical connections to lamp holder lead wires by employing lamps, the minimum lamp compartment dimensions are tabulated below: [ : 8

. MINIMUM LAMP COMPARTMENT DIMENSIONS | Lamp
applicable connectors. Model Number [Length x Width x Height] [mm] Quantity Flsrescent tamp i |:> Il € o [ éJ
Les installateurs ne doivent pas débrancher les cables existants de |:> Foorescent tamp j— Ell o [ H
terminaux de support de lampe pour faire de nouvelles connexions dans LED-12T8-8xxDE36-G3 920 x 340 x 45 4 Fuorescent amp 7] (&0 amp [ F ey 6l El TE0 [ F
les douilles. Au lieu installateurs doivent couper les cables existants de 1 — 5 T e ]
terminaux de support de lampe et faire de nouvelles connexions électriques 1 — Ly L 1] — LH— \ / \ /
en utilisant des connecteurs applicables. Thiﬁ dfevlilce complies wi(tjh Part 115 (r)]f thde FCC Rules. Operatign is fsulbject :
+ to the following two conditions:(1)this device may not cause harmfu |

THIS RETROFIT ASSEMBLY IS ACCEPTED AS A COMPONENT OF A . interference, a?nd (2)this device( rrzust accept anyyinterference received, | 4 ) ( ) ( L > )
LUMINAIRE WHERE THE SUITABILITY OF THE COMBINATION SHALL BE , inc|uding interference that may cause undesired operation_ H L Eretronic B L N
DETERMINED BY UL OR AUTHORITIES HAVING JURISDICTION. e ! N Ballast [ N 7
LE MONTAGE DU RETROFIT EST ACCEPTEE COMME COMPOSANT D'UN ﬁx—‘ |:> jJ_] T
LUMINAIRE OU LA PERTINENCE DE LA COMBINAISON SERA DETERMINEE Light Efficient Design jﬂ e i ‘ !‘
PAR L'UL OU LES AUTORITES AYANT LA JURIDICTION CORRESPONDANTE. 188 S. Northwest Highway Cary, IL 60013. USA Fuorescent famp ] LED famp [ F Flese j : : E
THERE ARE LED TUBE, OPERATION INSTRUCTION AND FIELD APPLIED LABEL Tel: (847) 380-3540 . ¥ . -
INTHIS RETROFIT KIT. www. led-llc. com \ J \ J \ J
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