RELIABILITY

Yellow
QTY: 3

Note: Gasket is
circle shape on
DCN-225/60, DCN-300/75, HFN-880C,
HTN-148C, HCN-250C and MS-7664C.
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DCN-300/75

DCN-225/60
DCN-300/75
RCN-60/225
RCN-60/225 ADJ
RCN-60/225 NM &
RCN-75/300

,y—@ or @—>Only models with Cap Spacer

Red

HFN-880C
HFN-880D
HTN-158C
HTN-250C
MS-1580C
MS-1580D
MS-7664C
MS-7664D
MS-7664E

HFN-880D
MS-1580D
MS-7664E
RCN-60/225
RCN-60225 ADJ
RCN-60225 NM
RCN-75/300

See Note 6
=

: DCN-225/60
DCN-300/75
HFN-880C
HTN-158C
HTN-250C
MS-1580C
MS-7664C
MS-7664D

*Generously grease all O-rings at time of assembly

Note:Read and understand the safety information printed on the reverse side before repairing any tools.

Nota: Lea y comprende la informacion de seguridad impresa al reverso antes de reparar cualquier herramienta.
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Exploded View and O-ring List for DUOFAST

SCN-225/60, DCN-300/75, HFN-880C, HFN880D, HTN-158C, HTN-250C,

MS-1580C, MS-1580D, MS-7664C, MS-7664D, MS-7664E, RCN-60/225,
RCN-60/225 ADJ, RCN-60/225 NM & RCN-75/300

VL-DF-664



Contents of O-Ring Kit KT-DF-664

Note 2:

One of three conditions apply to the seal at the end of
the dump valve.

Reliability Provin, Inc. Equivalent
Key # | Qty DUO-FAST®
Part Number | Color Code Notes Part Number
1 1 | OR-PP-136 Notes 2 &9 | MS-100-1 OR-006 70L
2 3 | OR-PP-140 MS-100-2  OR-008-70L
3 1 OR-PP140 Note 3 6688 OR-008-70L
4 8 | OR-PP144 Note 8 MS-100-3 ~ OR-010-70L
5 1 | OR-PP-144A | Orange Note 7 JA-100-7  OR-010-60N
6 2 | OR-PP-146 AA-68 OR-011-70L
7 1 | OR-PP-132 Red Note 14 OR-004-70pP
8 1 | OR-PP146B Yellow AA-143 OR-011-90N
9 5 | OR-PP-148 Notes 6 & 10 | CA-100-5  OR-012-70L
10 | 1 | OR-PP-152 JA-100-1  OR-014-70N
A 1 | OR-PP-158 MS-700-1  OR-017-70N
12 1 | OR-PP-180 BN-100-3 OR-028-70L
13 1 | OR-PP-184B Orange MS-100-4  OR-030-90N
14 1 | OR-PP-186 DA-200-5  OR-031-70N
15 2 | OR-PP-208 Note 4 MS-100-8
16 1 | OR-PP-368 MS-100-9  OR-122-70L
17 2 | OR-PP-390 MS-100-10  OR-133-70L
18 1 | OR-PP-396B Yellow IN-100-4  OR-136-90N
19 2 | OR-PP-398 DE-100-3 OR-137-70L
20 3 | OR-PP-402 CA-100-2 OR-139-70L
21 2 | OR-PP-408 CN-100-2  OR-142-70L
22 1 OR-PP-416 Note 13 MS-100-11  OR-146-70L
23 1 | OR-PP-534 Note 5 AA-12 OR-205-80N
24 1 | OR-PP-578 CB-100-2  OR-227-70N
25 1 | OR-PP-780B IN-100-9 OR-328-90N
26 1 SE-DF-102 Notes 2 & 11 MN-100-2
28 1 OR-PP-418 Note 12 OR-147-70L
29 3 OR-PP134 Yellow Note 2 OR-005-70L
PRECAUTION PRECAUTION PRECAUTION

SIEMPRE USE LENTES DE SEGURIDAD CON PROTECTORES LATERALES
AL USAR HERRAMIENTAS DE IMPULSO CON SUJETADOR DE

OPERACION NEUMATICA

NUNCA APUNTE A SI MISMO O A OTRA PERSONA CON LA

HERRAMIENTA

NUNCA EVITE O RETIRE ALGUN DISPOSITIVO DE SEGURIDAD
SIEMPRE SIGA LAS INSTRUCCIONES DE SEGURIDAD Y SERVICIO DEL

FABRICANTE ORIGINAL DE LA HERRAMIENTA

NUNCA INTENTE HACER MANTENIMIENTO O REPARAR UNA
HERRAMIENTA DE OPERACION NEUMATICA CON LA LINEA DE AIRE

COMPRIMIDO CONNECTADA A LA HERRAMIENTA

NUNCA DEJE SIN ATENCION UNA HERRAMIENTA DE OPERACION
NEUMATICA CON LA LINEA DE AIRE COMPRIMIDO CONECTADA

SIEMPRE SIGE LOS PROCEDIMIENTOS DE DESMONTAJE, MONTAIJE, E
INSPECCION DEL FABRICANTE ORIGINAL DE LA HERRAMIENTA

CAUTION

CAUTION

CAUTION

A. One OR-PP-136 (key #1)
B. One SE-DF-102 (key #26)
C. Three OR-PP-134 (Yellow) (key #29)

Only used on MS-1580D, DCN-300/75 and RCN-75/300

Quantity one used on all toold except MS-1580C,
DCN-300-75 and RCN-75/300.

Only used on DCN-225/60, DCN-300/75, RCN60/225,
RCN-60225 ADJ, RCN-60/225 NM & RCN-75/300.

Depending on the vintage level of the tool being
serviced, either an O-Ring (key#9) or disk type seal
(D-F part # MN-419-2 not included) is used at the top
of the cycle valve.

Only used on DCN-300/75, MS-1580D and RCN-75/300.

Only seven used on DCN-300/75. Only four used on
HFN-880D, MS-1580D, MS-7664E, RCN-60/225,
RCN-60/225 ADJ, and RCN-60/225 NM. Only three used
on MS-1580C and RCN-75/300.

Not Used on HFN-880D, MS-1580C, MS—.1580D, MD-7664D,
MS-7664E, RCN-60/225, RCN-60/225 ADJ, RCN60/225 NM
and RCN-75/300.

Only three used on HFN-880D, MS-1580D, MS7664E,
RCN-60/225, RCN60/225 ADJ, RCN-60/225 NM and
RCN-75/300. Only four used on MS-1580C and MS-7664D.
Is used on HFN-880D, MS-1580C, MS-1580D, MS-7644D,
MS-7664E, RCN-60/225, RCN-60/225 ADJ, RCN-60/225 NM
and RCN-75/300.

Only used on MS-1580C

Not used on MS-1580C

Onluy used on RCN-60/225, RCN-60/225 ADJ,
RCN-60/225 NM and RCN-75/300.

Note 3:
Note 4:

Note 5:

Note 6:

Note 7:
Note 8:

Note 9:
Note 10:
Note 11:

Note 12:
Note 13:
Note 14:

O-Ring Kit
KT-DF-664

For use on the following tool models.
Kit contains all O-Rings in these tools.

DUO-FAST CN-225/60
DCN-300/75
HFN-880C
HFN880D
HTN-158C
HTN-250C
MS-1580C
MS-1580D

MS-7664C

ALWAYS WEAR SAFETY GLASSES WITH SIDE SHIELDS WHEN USING
PNEUMATICALLY OPERATED FASTENER DRIVING TOOLS

NEVER POINT THE TOOL AT YOURSELF OR ANYONE ELSE
NEVER BYPASS OR REMOVE ANY SAFETY DEVICE

ALWAYS FOLLOW THE ORIGINAL MANUFACTURE'S SAFETY AND
SERVICE INSTRUCTION

NEVER ATTEMPT TO SERVICE OR REPAIR A PNEUMATICALLY
OPERATED TOOL WITH THE COMPRESSES AIR LINE CONNECTED TO
THE TOOL

NEVER LEAVE A PNEUMATICALLY OPERATED TOOL UNATTENDED
WITH THE COMPRESSES AIR LINE CONNECTED

ALWAYS FOLLOW THE ORIGINAL TOOLS MANUFACTURE’S
DISASSEMBLY, ASSEMBLY, AND TOOL INSPECTION PROCEDURES

MS-7664D
MS-7664E
RCN-60/225
RCN-60/225 ADJ
RCN-60/225 NM
RCN-75/300
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