
 
 
 
 
 
 Item # MS-00006-10 Item: Gibson Econ Ballet Barre 

Product Specifications/Installation Sheet 

Warning:   
Read ALL instructions thoroughly before using any and all equipment manufactured or distributed by 

Gibson Inc.  Because of the nature of the sport, the possibility of injury is inherent in gymnastic and 

athletic activity.  The equipment is intended for use only by properly trained and qualified participants 

under supervised conditions.  When you use Gibson products, know your limitations and the limitations 

of your equipment.  Keep your equipment in good condition by inspecting for loose fittings or damage 

and test for stability before each use. 
 

Product Description: This ballet barre is available in various lengths ranging from 

4’ – 10’ and custom lengths are available upon request.  The barre uses a simple bracket 

that installs into the wood for a simple and clean look.  Brackets are finished in chrome 

and the rails are finished with a coat of linseed oil. 

 

Kit Includes:  
1. Rail, sized according to your purchase 

2. Brackets, quantity will vary according to rail length 

3. Mounting Hardware – 2” Screws per bracket mount 

 

Tools Required for Installation: 
1. Drill with 3/8” Bit 

2. 5/16” Bit 

3. 1/8” Bit 

4. Phillips Head Screwdriver 

 

Product Installation: 
Mounting Brackets in Wood Barre 

1. Screw the threaded end of each bracket into the hole in the wood barre clockwise by 

hand until the shoulders touch the wood.  An additional ½ turn (no more) may be 

necessary to straighten the bracket and make it perpendicular to the wood barre 

and parallel to each other. 

2. Hold the barre assembly up with brackets to the wall at the height you desire the 

barre.  Mark the wall through the holes of each bracket.  Drill these holes with the 

1/8” bit and secure the barre to the wall. 
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3. Should you desire to connect the rails together, you may do so with a dowel screw 

(not provided).  Purchase one dowel screw per seam and drill appropriately sized 

hole.  Screw ends together. 

Drilling Holes in Wood Barre to Mount Brackets 

1. Should you need to drill a new hole for a different bracket placement, locate the 

studs or location on the wall that you want to bracket to hang.  Measure the distance 

between those marks and accurately measure that distance on your rail.   

2. Gibson recommends no more than 4’ between brackets and between 3” and 18” 

overhang on the ends.   

3. First use the 3/8” drill and make the holes 7/8” deep (no deeper).  Then go back to 

each hole with a smaller 5/16” drill and, in the same hole, drill down another 5/8” to 

make the total depth 1.25”. 

4. Make sure you do not drill through the entire barre. 

++++++++++++++++++++++++++++++++++++++++++++++++++++ 

**IMPORTANT** 

Product Limitations: This unit is designed to aid in balance during dance and 

stretching exercises.   

 

If any modifications or alterations are made to the bars and/or brackets without prior 

notice and permission of Gibson Athletic (excluding new holes per the instructions above) 

the warranty is null and void. 

 

Guarantee: 

Gibson equipment is guaranteed for a period of one year from the date of invoice against 

faulty manufacturing or defects in material.  The seller’s sole obligation under this 

warranty shall be to repair or, at its discretion, replace at its expense any defective part or 

parts.  Material claimed defective must be returned prepaid by customer to us for 

examination, if requested.  Damage caused by extreme usage or misuse will not be 

covered. 


