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savings with performance

LED-8025E
Design Patent 29/415,685 | Utility Patent Pending 13/645,209

flat compact

design for a
better fit

* Available in 52W and 60W models
replacing up to 175W HID.

* Advanced active cooling. Energetic cooling fan &
dynamic temp control supports a longer, brighter life.

* Pretested & potted drivers are burnt in 3x prior to
shipping and protected against vibration & moisture.

* Expertly engineered to work efficiently in enclosed
fixtures & damp environments, while also protected
against insects & dust.

* Dual stage MOV protection with integrated
6kA surge.

* USA designed & specified driver.

PART # UPC REPLACES WATTAGE LUMENS LPW CCT (K)* BASE
LED-8025E57 844006080259 175W 52w 5773 110 5700K E26
LED-8025M57 844006081843 175W 52w 5773 110 5700K E39

\_ LED-8035E57-A 844006080556 175W 60W 7062 109 5700K E26 )

* See page 2 for additional color temperatures.

** See page 2 for 347 volt options for Canada. I*I
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FOR PRODUCT INFO (“LED” MODEL #) CONTACT
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LOW BAY RETRO F ITS WIDE LIGHT SPREAD

LED-8025E

ORDERING GUIDE

PART # UPC REPLACES
LED-8025E42 844006080051 175W HID
LED-8025E57 844006080259 175W HID
LED-8025M42 844006081836 175W HID
LED-8025M57 844006081843 175W HID
LED-8035E40-A 844006080075 175W HID
LED-8035E57-A 844006080556 175W HID
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PART # UPC REPLACES
LED-8025E42C 844006080846 175W HID
LED-8025E57C 844006080853 175W HID
LED-8025M42C 844006082154 175W HID
LED-8025M57C 844006082161 175W HID
LED-8035E40C-A 844006081058 175W HID
LED-8035E57C-A 844006081065 175W HID

FOR PRODUCT INFO (“LED"” MODEL #) CONTACT....
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FOR PRODUCT INFO (“RP” MODEL #) CONTACT.
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